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Abstract

This paper presenis a flexible, compuier  architectire
based on stacked interchangeable modules. The arclitecture
is ideally suited 1o implementation using stacked multichip
modules (MCMs). The architecture, by making use of all
sides of « meodule stack, allows simple, single bussed
modules, together with a gate-way niodule, to be casily
configured into a varicty of more complicated architeciures.

Introduction

Future space computing systems need Jow volume,
mass, and power clectronies. 1] Through the use of
inovative architectural, and microclectronic  packaging
design this poal can be achieved. These aychiteetures need
Lo

diffcrent

). casly incorporale a
requirements.

2) provide a framework by which data bus protocol
and delinition, maodule package §17C,
interconnection and shape, can be standardized in
order o maintain modulanty  and  architectural

vartely  of

flexibility.

3).  creale an environment that encourages module
inheritanee (Tom mission to mission.

4).  beindependent of processor Lype.

5). incorporate new  technologies as they  become

developed.

The Space-Cubxe Architecture addresses these issues.

Comparison With State of the Art

Prior - to the  Space-Cube,  multiprocessor — and
distributed systems were made up of boards or module
plugged, side by side, in a card cape or frame.  The
madules were then connected by means ol a single
backplane o1 bus along the rcar surface of the modules.
Unfortunately, this single bus strategy crcates a system

bollle neck. Multiple busses, when required, could be
created, but the lack of an underlying framework for
multiple bus construction, results in the possibility ol a
different design for evary application. 'The Space-Cube
provides this necessary framework.

Backplane interconnections make use of only one
surface of a stack of boards. Multiple bus architectures
implemented in a backplane would require cither crossing
busses of nomidentical modules. Crossing buses limit the
scalability of a destpn, while nonidentical modules inercase
the cost of o desipn. Space-Cube architecture
implementations, by making vse of all the surfaces of the
modules, are implemented with nonerossing, module o
maodule conncctions, and 1dentical module construction.
T'his chminates the sealability restriction and reduces cost
at the same time.

Stacked MCM Technology

The Space-cube architecture is ideally  suited (o
implementation  using  stacked  multichip  modules
(MCMs). Higure 1 shows an 31> MCM  stack
implemented using clastomarnie clements for the  verlical
interconnections.  This MCM  stacking technique i
suitable for a spaceboure computer, and is being, proposed
or used in o flight computers of - Space  Computer
Corporation, NASA et Propulsion  Laboratory  and
others.{1,2,3]

This madule stacking techmique replaces (he traditional
backplane with a 3-1 nterconneel. In this case an
clastomeric interconnect. Blastomenie  connections are
made out of o compressable matireial that conducts only in
the vertical direction. 'Fhe stack shown is held together by
41 bolls, one in cach comer,  These bolts hold the 312
interconnect clements, under compression, agaist pads on
along the perimter of cach substrate. The clastomeric
connection  @lows  for - serperation of - the  individual
clements of the stack for casy repair, replacement or
1econfiguration.
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Figure 1.
The Space-Cube Architecture

The Space-Cube architecture is a flexible, processon

mdependent,  computer  wchitectre based  on - stacked
interchangeable modules. The modules are repular
polygon (i.c. square, hexagon, cle.) shape.  These

modules when stacked on top of cach other, we cusily
configured 10 a varicty of more complicated architectures.
The resulting system is casily expanded and maintained.

The Module Buil ding Block

The basic building block of this architectue is Called a
maod ule, as itlustrated in figme 1+, This module represents
an abstraction 01 usinglc MCM.
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Figure 2. The basic module

The module shown is in the shape of a square, and
subscquently can be placed in any of four possible
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3.1 MCM Stack

orienlations. (N, S, E, W) The communication between
this modules lhmuph a high bandwidth bus, represented
by the wrow/vector. A single bus is conlined 1o it
within onc side of o module. A module that interfaces 1o
more then one bus would have more then one arrow.

Fiven though a moduale may only tequire a single bus,
Space-Cube modules are 1equired to conneel the O pads of
remaining sides through from one surface 1o another. This
allows the communication occuring, on the other surfaces
10 be umnterupted by this module.

Vectors

To smplify the discussion veetors are used.  Veelors
can be used (o represent propetites of modules, FHive
veelor types will be discussed; bus vector; power vector;
thermal vector; testabitity vector; and VO vector,  These
veetors 1epresent mdependant featnes of a module and can
be direeted independantly of each other. However, {o
puposes of this paper only the bus and powa are to be
discussed. They are 1o be combined imo one veetos
represented by a hevy black anrow.

The bus vector represents the high bandwidth bus used
for basic communictaion between modules. A single
veetor represents a unigue bus. Modules that need (o
commumcate with morce then one bus will have more then
one veelor,

The power veetor represents the direction by which a
module recieves its power. This veetor may or may not be
independant of the bus veetor.

The VO veetoy represents the ditection by which a
module communicates with the outside world. Bus vectors
and [/O veetors can not point in the same direction i 11O
conncchons  would interfer with module to maodule
connections on that side of the module.




The thermal vector sepresents the dominant direction
of heat conduction. The thermal veetor can be used for
analizing the thermal properties of a stack.

“I'he testability veetor represent the direction in which
a module would recieve the five LYLTLE. 11491 module
scan test signals, The use of these signal would allow in
system test and debupging.

Interconnceet Rings

Interconnections between modules are done by means

of intereonnect 1ings, as shown in figuse 3. The
intetconnect 1 1epresents  an abstraction  of - the
clastomeric  connections shown in - higure 1 The

interconnect ting povides the clectrical, theimal,  and
mechanical interface between the modules of the system.
An interconnect ring is a hollow four sided structuie which
can cairy up 1o four buses from module o module.  Any
side of the interconneet ring can (nof) independently
conduct the bus o its neighbormg moduie depending. on
whether it is conductive or nonconductive.  This would
1epresent a condutive o1 noncondutive clastomeric. This
conneetion is abstracted by a (hick black line or lack there
of. Figure 3 shows all possible ring flavors in a four sided
system. These rings, just like the modules, can be placed
in any of four possible onientations. (N, S, 1, W)

A module stack is constructed by stacking modules
together, lepgo style, with inferconneet rings as shown in
Figuie 4. This 1esulls in a physically and mechanically
robust system,
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Tigure 4. Module Stack

A Space-Cube Based Computer System

Toillustrate how  the Spyace- Cube Architecture canbe
used (o eonstiuet @ computer system, we first need (o
construet several types,  "flavors® o £ modules. The
granularity of the modules is to be chosen based on lilt
problem and technology athand. The granularity must be
sma 1l enough so that theie is suflicient commonalily
anong, sy stems o justily this approach. “Phe granulanty
nmust also be chosen lavge cnough to overcome the
overhead of this bus based architecture.

Module Fla vors

For purposes of this proposal we will discuss four
possible module fTavors:

1). cpPu

2). Memaory
3). pateway
4). 170

Ihese modules types will be discussed in detail and are
ilustrated in Nguie S0 Systems can then be crceated by
linking the desired modules into a stacked design.

and others « +

T'he CPU ffavor is a sell contained processing module.
This module contains a mictoprocessor along, with its
Jocal bus and a single intetface on to the Space-Cube bus:
Space-bus. The CPU will aceess the Space-bus when it s
performing a read or wiile of external data. The remainder
of the time the Space-bus s ree (o be used by other
modules.

fAvailable Flavors

Hgm(-, 5 Module Flavors
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Vigure 6 CPU

The memory flavor is ii single ported memory unit
mapped onto the Space- Cube inis. “This unitrepresents the
mass storage of @ Space- Cube stack. The memory module
functions as a slave module and will only 1espond when
accessed by the current bos masteron the Space- bus,
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Figure 7. Memory

The 17O flavor is a single ported unit and presents a
means of getting data into and out ol Space-Cube stack.
The 17O module functions as a slave module and will only
respond when accessed. The 1/0 module has two external
connections. The fust is the connection 1o the Space-bus
and is represencted by a bus veetor. The second connection

is from the 170 module 1o the external enviorment. This
connection is represented by an 1/0 veetor.,
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The pate-way Tlavor is a multi-ported unit and is the
only module that is unique to the Space-Cube architecture.
The module s basicly a four ported crossbr network
together with the arbitration logic necessary (0 make the
module work.  The pate-way  provides a means of
connecting one bus surface onto any one of the thiee other
surfaces. In a four sided system gateways come in two
varietys, fouwr and cight ported. Vhe four porled gale-way
treats cach side of the stack as a single unique bus. A fow
porled gate-way module when inserted into a stack would
not represent a break in the bus structure. The cight ported
varity separales busses above the module from  those
below, "This results in cight uniguce busses.

The four ported gate-way {lavor s illustiated in figure
9. Since only two concurrent conneelions are: possible,
this module requires only two internal busses. Jion
example, il poit A is talking to port 1), then the only
possible remaining connection is from port B to port C.

I & request were o come inon a port for a port that is
oceupied the request will be denied.
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Figure 9. The Four-Ported Gate-way

The cight ported gate-way flavor is iltustrated in the
following figure. The cight porled gate-way, requires only
four intcrnal busses. This varely ol gale-way acls as a
seperator of the busses above and below the module.
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Figure 10, The Hight Poried Gale-way

Examples

Maodule stacks are constructed by simply  stacking
modules together with inferconneet rings. This section
desaribes examples of some Space- Cube systems.,

Single Processor

A simple example of a Space-Cube is a simple single
processor with its own memory and /0. A single
processor s constracted by stacking a CPU- module
together with a memory and /0 module as shown, Since
the three modules we all stacked in the same direction, the
three maodules share the same bus.
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Dual Processor

A simiple dual processor, with a common shared dual
potted memory  can be constructed by putiing the
processors, and the shared memory module, at three unique
angles, together with a gate-way.  The local bus for cach
processor is assigned wunigue surface. The shared memory
bus is given a third, The gate-way module which is placed
between the processors and the shured memory compleles
the stack

This example implenmentation was chosen because it
iltustrates some of the key advantapes of the Space-Cube.
Under fault-free conditions the system alts in a
distributed  processing, environment with one processor
dedicaled 1o science data processing, and  the other ©
engineering data processing. However, upon the detection
ol a Tault in cither processor, the surviving processor will
assumec the responsibilities of the other. Fault tolerance is
made possible because of the cross-strapping, between the
processors, memories and 1/0s.

The mass and power of this example aichitecture is
comparable to a single string option yet it can provide
similar fault protection compared 1o a true dual string
archilecture, Only the  crtical 1O hardware  is
duphicated. 4]

This architectuie can casily be implemented in a
Space-Cube. T'he following module flavors are needed:

1). PProcesson
2). Memory

3). Gateway

4). 1O
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Figure 120 A Dual Processor With Shared Memory

The gate-way module  provides  the  means  for
commumclion between surfaces of the stack, thus making
complicated architecures possible.  Bigures 13 and 14
show the gate-way in action.  Since cach processor is
assigned Hs own unique sulace, or bus, communcition
hetween a processor and 1ts own local memory can be
achicved with out interfening with the other processor. A
potential conflict can ocew only when two or more
processots try to aceess the same shared bus.
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Figure 13, The Gate-way In Action




Figure 14, The Gate-way In Action Cont.

A multiprocessor can be constructed by stacking Tour
processors incach of the four directions, both above and
helow a pate-way module. Fach processor has its own
unique bus.  Comunication between the processors of
cluster is done by means of the gate-way module,
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Conclusion

T'he Space- Cube architectue is computer achitecture
based on 2-1) stacked modules. The architecture allows
simple single bussed modules to forma wide vanty of
com plicated archilectures, by making use of all sides of the
module stack. Module inheiratenee, is also enchoura eed,

The Space-Cube architectwre is not a computer
architecture In and of itself, by provides a means of
mapping. cxisting computer architectures into a 3-1 stack
of moudules in an clegant fashion.  All connections arc
done with simple module (o module connections, and all
with oul any crossing, wires,

Work is underway o demonstrate the architectue
using comercial of the shell components. PC104 modules
together with PCMCIA cards are being used as basic
module building bocks. The PCIM cards are adapled 1o a
Space-Cube madule by atlaching, connectors to-all fou
sides of a PC104 card, The design of a gate- way module,
the only module that needs to be designed from serateh has
also been started.

Although idealy suifed for stacked MCM - technology
the Space-Cube wchitectue is technotogy  independant,

The architecuture can be demonstrated with comercial of

the shel components today, and provide a framework o
stacked dic implementations in the future.|5].
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